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EAN 5706445150199 / EL-NR 6398206853

EImaLOG 181TH - Mini PDF USB

temperature & moisture data logger
Directly PDF rapport without the need for software

The EImaLOG 181 series, we dare to say, is the easiest datalogger in the world. The logging is started with the push of a button.
When plugged in the USB of a computer, the PDF and Spreadsheet (DBF) rapport ready in the instrument, which now works as a
simple USB storage. EImaLOG181TH is a temperature and moist logger. The EImaLOG 181TH is provided with real time clock and
memory for 60,000 logs in the memory. It's also possible to program an advanced logging using the free software (Find it in the
"Download" tab). This will enable user selectable alarm limits, editable log interval etc. EImaLOG 181TH is provided ready to use

incl. wallmount, manual and battery.

Technical data:

humidity

Battery:

Battery life:
Dimensions:
Humidity accuracy:

Memory:

Logging interval:

Net weight:

Relative humidity range:
Temperature accuracy:
Temperature range:
Moist & Temperature
Ingress Protection (IP):
Communication:
Depending on the probe :
Sensor type:

3,6V litium, inkl.

2 ar, afhaengig af brug

100 x 19 x 19 mm

40...60 %RH: £3 %RH

20-40 og 60-80 %RH: +3,5 %RH
0-20 og 80-100 %RH: +5 %RH
60.000 malinger

Mellem 30 sek. og 24 timer
709

0...100 %RH

-10..40°C: £0,5 °C ellers £1 °C
-40...70 °C.

65

USB

Yes

Bade Intern & Ekstern probe



Measuring range Moisture (max):
Best Accuracy (%RH):
Measuring range Temp. (min):
Measuring range Temp. (max):
Best accuracy (°C):

Logging interval (sec):

Memory Logging :

Battery:

Weight (g):

Dimensions HXWxD (mm):

Related products

EAN EL-NR

5706445110889 6398952518

70

0,5

30

60000

1 pcs, AAA, EkskKI.
70

100x19x19

Product

Battery - 3.6V Lithium %2AA



