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Elma DT128M non destructive moist meter

Non destructive measurement in plaster, wood, concrete and other
dense materials

Elma DT128M is a smart, non-destructive moisture meter designed for locating moisture in building materials and
identifying moisture distribution in walls, ceilings, and floors.

The instrument operates using a high-frequency signal and measures material moisture at a depth of approximately
20-40 mm. EIma DT128M is suitable for use on arange of common building materials, including gypsum, concrete,
and wood.

Simply hold the measuring sphere perpendicular to the surface being tested, and the moisture level is displayed
directly on the large backlit display.

Elma DT128M features two adjustable alarm thresholds, automatic calibration, MIN/MAX recording, auto power-off,
and data hold functions for convenient operation.

Supplied complete with batteries and user manual.

Technical data:

Measuring material moisture

Materials: Wood,Plaster,Aerated concrete,Polystyrene,Screed
(floor),Concrete,Fiberglass,Facadeisolering med
puds,Tagpap,Murveerk,Fliser

Indication: Komparativt fugtniveau
Depth: 40 mm

Malingstype: Non-destruktiv: In-situ
Display

Display: Digital display, backlit
Power supply

Batteries: 3 x AAA Alkaline (incl.)

Dimensions



H X W x D:
Weight
Net weight:

Related products

EAN

5706445140169

EL-NR

6398167251

235 mm x 60 mm x 25 mm

0.184 kg

Product

Universal instrument bag ElIma Maxi - Professional
storage



