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LoggerFlex External Mobile (excluding 
external sensor) 

 

With a strong focus on innovation and creativity, LoggerFlex is dedicated to delivering groundbreaking IoT solutions that meet the 

highest standards across various industries, including pharmaceuticals, food production, agriculture, HVAC systems, and building 

management.

LoggerFlex's solutions are suitable for a wide range of applications, including monitoring temperature, humidity, pressure, CO₂ 

levels, power, and more. Their cloud-based application allows users to access data anywhere on any device, facilitating 

collaboration and data analysis.

LoggerFlex offers a range of advanced data collection and monitoring solutions designed to meet the needs of diverse industries. 

Their products support both Wi-Fi and cellular connections (4G), ensuring installation flexibility. With long battery life powered by 

readily available AA batteries, the devices operate with minimal maintenance. Additionally, they continue to log data even without 

an active connection, ensuring reliable data collection under all conditions.

LoggerFlex EXTMOB BLOCK Temperature.

BLOCK Temperature is a robust and reliable device designed for precise temperature measurement in demanding environments. 

The device uses external temperature sensors to ensure accurate readings, making it ideal for use in the food industry, agriculture, 

laboratories, pharmaceutical production, and other industries where precise temperature control is critical. 

LoggerFlex EXTMOB BLOCK Temperature operates via 4G/5G (mobile network).

Free version and subscription options are available. Contact us to learn more.

Technical data:

Measuring temperature
Temperature measurement range: -20 °C - 70 °C 
Nøjagtighed af måling: ± 0.5 °C 
Temperature resolution: 0.1 °C 
Communication



Communication: 4G (cellular network)
Power Supply/Charger
Mains Supply:
Output: 5 V DC 
Power supply
Batteries: 4 x AA (incl.) 
IP Rating
IP rating: IP20
Dimensions
H x W x D: 133 mm x 53 mm x 43 mm 
Weight
Net weight: 300 g 
Måling ekstern temperatursensor
Måleområde: -55 °C - 125 °C 
Nøjagtighed af måling : ± 0.5 °C 
Opløsning: 0.1 °C 


