
 

EAN 7332558027134 / EL-NR 

FLIR GF77 Gaskamera 25° HR (9.5-12 µm)
Visualisering af SF6 gaslækage

 

The FLIR GF77 is a groundbreaking uncooled optical gas imaging camera with interchangeable lens options that detect 

methane (CH4), sulfur hexafluoride (SF6), ethylene (C2H4), ammonia (NH3), and other gas emissions. Capable of both gas 

detection and radiometric temperature measurement, the GF77 is an ideal inspection tool for electric power utilities, oil and natural 

gas operations, chemical/manufacturing facilities, the food and agriculture industry, and first responders. This camera offers 

unmatched versatility as well as improved visualization of gas emissions and thermal inspections.

 

Based on the award-winning design of the FLIR T-Series platform, the GF77 offers a vibrant, 4-inch touchscreen LCD, 180° 

rotating optical block, and eyepiece for convenience in direct sunlight. This affordable solution offers the benefit of built-in 

thermographic calibrations and the flexibility to detect a wide range of gases by 

simply changing lenses.

-  Scan for gas emissions and follow them to the source so you can begin repairs immediately 

-  Visualize gases in specified spectrum while also reducing false negatives of gases that absorb in another wavelength 

-  See gases easier and make decisions quickly thanks to vibrant 4” LCD display 

-  Switch to viewfinder in bright, sunlit conditions to ensure optimal viewing 

-  Improve image contrast with 1-Touch Level/Span auto-adjustment feature 

-  Increase leak detectability by activating FLIR’s patented High Sensitivity Mode (HSM) 

-  Precisely resolve target area with laser-assisted autofocus 

-  Use comfortably—long-term—with award-winning ergonomic design, including 180° rotating lens 

-  Connect instantly over Wi-Fi to mobile devices for data transfer and reporting 

 

Tekniske Data:

Primary Gas Seen: SF6
Detector Type: Uncooled microbolometer
Spectral Range: 9,5 - 12 µm
Resolution: 320 x 240
Total Pixels: 76.800
Thermal Sensitivity: <25 mK at 30°C
Temperature Range: -20°C to 70°C
Accuracy: ±5°C (±9°F) for ambient temperatures 15°C to 35°C
Focus: Auto and manual



Color LCD Monitor: 4.3 in., 640 x 480 pixels
Viewfinder: Yes
Video Out: HDMI
GPS: Location data automatically added to images
Radiometric JPEG: Measurement data included
Radiometric IR Video: RTRR (.csq)
Non Radiometric IR Video: H.264 over RTSP (Wi-Fi); MPEG4 over RTSP; MJPEG over UVC and 

RTSP

Tilbehør

EAN EL-NR Produkt

7332558027400 FLIR IR Lens 25° LR (7-8.5 µm) with Case 
7332558027417 FLIR IR Lens 25° HR (9.5-12 µm) with Case 
7332558025789 FLIR IR Lens 6° LR (7-8.5 µm) with Case 
7332558027394 FLIR IR Lens 6° HR (9.5-12 µm) with Case 
4743254003163 6398741596 Strømforsyning FLIR kamera USB-C - P/N 

T911630ACC 


